
















 

 

APPENDIX A  

Vicinity Map 





 

 

APPENDIX B  

Los Angeles Isohyet Map 
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APPENDIX C  

HydroCalc Outputs 

































Peak Flow Hydrologic Analysis
File location: P:/C/CVEN-147/Admin/Reports/Hydrology/Preliminary/Appendix C - HydroCalc/HydroCalc/CVEN-147 - DMA-B, 100-YR.pdf
Version: HydroCalc 1.0.3

Input Parameters
Project Name CVEN-147
Subarea ID DMA-B
Area (ac) 1.075
Flow Path Length (ft) 280.0
Flow Path Slope (vft/hft) 0.0071
50-yr Rainfall Depth (in) 5.5
Percent Impervious 0.86
Soil Type 6
Design Storm Frequency 100-yr
Fire Factor 0
LID False

Output Results
Modeled (100-yr) Rainfall Depth (in) 6.171
Peak Intensity (in/hr) 3.6818
Undeveloped Runoff Coefficient (Cu) 0.8643
Developed Runoff Coefficient (Cd) 0.895
Time of Concentration (min) 5.0
Clear Peak Flow Rate (cfs) 3.5424
Burned Peak Flow Rate (cfs) 3.5424
24-Hr Clear Runoff Volume (ac-ft) 0.4413
24-Hr Clear Runoff Volume (cu-ft) 19221.5944





 

 

APPENDIX D 

Preliminary Existing Conditions Hydrology Map 





 

 

APPENDIX E 

Preliminary Proposed Conditions Hydrology Map 





 

 

APPENDIX F 

Hydraulic Calculation 

 

 

 

 

 

 

 

 

(To be Provided in Final Engineering) 
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